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TECHNICAL INFORMATION

Contact information

Société du Palais Montcalm
995 Place d'Youville

Quebec City, Quebec G1R 3P1
Telephone: (418) 641-6220
Fax: (418) 691-5171
www.palaismontcalm.ca

Technical services

Philippe Poulin

Technical director

Telephone: (418) 641-6220 ext. 2530
philippe.poulin@palaismontcalm.ca

Rental and customer service

Nathalie Bouchard

Rental services

Telephone: (418) 641-6220 ext. 2606
nathalie.bouchard@palaismontcalm.ca

Box office

Telephone: (418) 641-6040
Toll free: (877) 641-6040

Reception manager (418) 641-6220 ext. 2620
Orchestra dressing rooms (418) 641-6220 ext. 2650
Café Spectacles dressing rooms (418) 641-62226%8
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Venue

Description

Palais Montcalm’s Café-Spectacles is
complety modular multi-purpose facility
that doubles as a rehearsal and performa
space for up-and-coming performer:
emerging music and smaller ensembl
(jazz, blues and contemporary styles).
also serves as a reception area and
conference space. The impressive windc
design is complemented by wooden shutte
and adjustable curtains providing tot:
darkness capability for image projection ar

acoustic tuning.

The floor is made of cherry wood and the seatser®vable.

Pipes hung on the ceiling allows light weight rigmi

Overall dimensions :

Lenght 13,10 m (43’)
Width 11,88 m (39)
Height 5,4 m (17'8")

Capacity :

120 people sitting (Cabaret)
150 people sitting (Theatre)
200 people standing

Acces
The Café-Spectacles is located on the second dioibre Palais Montcalm.

Acces is made by the main entrance of the buildiigre is no dock.

Elevator :
An elevator allows acces from the main entrance
Width 2 m (6’), Length 1,3 m (11'8"), Height 2,2(7°6™).
Doors are :
Width 1,06 m (6'2”), Height 2,15m (7°4").
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Stage
Stage

The scene is located in the northeast corner ofdbm and is 5,18 m (17’) wide by 4,87
m (16) long. It is 40 cm (16”) high.

Riggin

Pipes are permanently installed in the ceiling. frfeximum load of those pipes is 34 kg

(75lb) each 30 cm (1 foot) with an overall loaddef 900 kg (2000 Ib) with a single point
maximum load of 90 kg (200 Ib). Pipes height is54n® (16’3 ).

Accessories

Risers :
Risers (Plato brand) are adjustable in height bifipteis of 0,2m (8”)
- 6risersof 1,2m x 1,2m (4'x4’)

Lecterns :
Wenger lecterns.
- 17 single
Chairs
- 150 chairs 470 mm (18,5”)
Instruments

A piano Steinway placed on the stage
- 1 Steinway 394802D ( 1956 )
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Lighting

Console

Strand Preset Palette, 32/64, limited to 300 DMXrctels
Strand Outlook, remote control for house lights

Equipment

11 Lekos Robert Juliat 614S, 13° to 42°
14 Fresnels Altman 1000W

Miscellaneous
- Set of standard Rosco and Lee Filter gels
- Gobo holders and Iris for each Leko
- Barn doors for Fresnels

Dimmers

24 Dimmers 1200W located in the technical roomestag.

Controls and interconnections

DMX connections are in the back of the room onstagye left side.

Power
All of the power outlets from the dimmers are ini$wock 20A (L5-20R).
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Audio

Console

Behringer Eurolive 32 inputs
Yamaha M7CL/48 (upon request)

Effects, Processors

- 1 EQ KlarkTeknik DN360

- 1 CD player Denon DN-C635
- 1 T.C.Electronic M-One XL

- 1 bss Soundweb 3088

PA System
- 5Kiling & Freitag CA1201-M
- 2Kling & Freitag SW118i

Monitors

- 4 Passive monitors 45° EAW SM155
- 4 amplification channels CROWN 1400CSL
There is 4 amplification outputs : 2 Stage lef§tage right

Microphones

4 AKG SE300 2 Shure SM57
3  Sennheiser e604 4  Shure SM58
1 Shure Beta 52a 4 Radial JDI (boite directe)

Microphones stands (K&M brand)
2 Round base 6 Tall stands
6 Small stands

Cables

1 24 pairs from stage right to the back of then@®lass connector)
1 24 pairs Patch box XLR

50 Cables XLR
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Miscellaneous

Dressing rooms

Café-Spectacles

Located close to the stage on the third floor, tihessing room is equiped with
showers, toilets, mirrors.

Orchestra loges

Located at the 300 level, the orchestra loges aveledl into 3 sections: one
individual loge and two loges each accommodatingo20ple. They are equipped
with showers, toilets, mirrors, program sound amdlebin boards. There is also a
large common area.

Power distribution

There is an electrical panel with female Cam typted.

200A 120/208V &@. Located in the technical room.

AV Interconnection

An interconnection network with XLR, intercom, DMXCAT5e, BNC-RGBHV is
available at various points throughout the buildiAgcess to these connections is located
at the Raoul-Jobin’s technical backstage rightaipaiay).

Stage crew

Le Café-Spectacles (technicians, wardrobe, prajerstis) operates within the jurisdiction

of the International Alliance of Theatrical Stagemfiloyees & Moving Picture
Technicians, Artists and Allied Crafts (I.A.T.SlEcal 523).

Parking

A public pay parking lot is located on the westesad the building.
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